Aibo Wireless Setup for Robotics Lab

1. Set up WLANCONF.TXT

#

# WLAN

#

HOSTNAME=AIBO<X>
ESSID=LTU Wireless Network

WEPENABLE=0

#WEPKEY=AIBO2

APMODE=1

#

# IP network

#

USE_DHCP=1

#

# If DHCP is not used (USE_DHCP=0), you need to specify IP

# network configuration.

#

#USE_DHCP=0

#ETHER_IP=192.168.0.2

#ETHER_NETMASK=255.255.255.0

#IP_GATEWAY=192.168.0.1

#DNS_SERVER_1=0.0.0.0

#

# SSDP

#

SSDP_ENABLE=1

2. Place on Aibo with desired program (stick image) and boot.

3. Find IP address

Goto http://192.168.0.1
ID admin

PW password
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Setup Wizard Help.

Sewnp The MRB1 4 Settings pages allowyou to configure, upgrade and check the
P " status of your NETGEAR CablefDSL Wireless Router.
Basic Settings Does Your Internet Connection Redquire A Login?
Wireless Settings [ IR Click an itern in the lefimost column. The curtent settings or nformation for
Content Filtering & No thatarea appearnthe center column.
Logs .| Heluul information related to the selected Setings page appears inthis
Block Sites Account Name (f Required) [ - column.Ifyou are using Internet Explorer, you may click an iter in the center
g calumn to Jump directy to the related help section; otherwise, scroll down unti
lock Services Domain Name (f Required) sy

Schedule

Internet IP Address Basic Settings Help
@ Get Dynamically From 3P
Router Status

© Use Static IP Address Note: Ifyou are setting up the router for the first time, th default settings may
Attached Devices workfor you with no changes.
Backup Settings IP Address (O A A
Does Your Internet Connection Require A Login?
Set Password IF Subnet Mask R E - “

Router Upgrade Gateway P Address o o o Selecthis option based on the tyne of accountyou have with your ISP. Ifyou
Advanced needto enter login information every ime you connect o the Intemet or you
have & PPPOE accountwith your ISP, selectes. Otherwise, selectNo.

Port Forwarding Domain Name Server (DNS) Address
WAN Setup @ et Automatically From 5P Account Name
LAN IP Setup © Use These DNS Servers
Dynamic DNS Primary DNS (A e
Static Routes ormmran TS [ [ = Formostusers, tye your acount name of user name in ths hok. For
[ [ [ [ intemet

(als0 known as Host Name or Systern Name)





Click on Attached Devices, The Aibo device name is blank.
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Refresh

Attached Devices Help

This page shows the IP Address, Device Name and MAC (Media Access
Control) Address for each computer attached to the foter.

You cannot change any ofthe values on this page. To update this page and to
show the current attached devices, click on the Refresh bution





